


Cummins ® L9 Engine

ENGINES
• �Cummins® B6.7*

	� 200-325 HP / 520-750 lb-ft torque

• �Cummins® L9 
�260-350 HP / 720-1150 lb-ft torque

• �Detroit™ DD5™ 
200-240 HP / 560-660 lb-ft torque

•	Detroit ™ DD8™* 
	 260-350 HP / 660-1050 lb-ft torque

TRANSMISSIONS
• �Eaton Fuller manual

• �Eaton Fuller automated

• �Eaton Procision 7-speed dual-clutch

• �Allison automatic

AXLES (UP TO)
• �Steer*	 20k

• �AWD Steer	 18k

• �Single Drive	 30k

• �Tandem	 46k

Detroit ™ DD5™ Detroit ™ DD8™

Cummins ® B6.7 Engine 

*Higher ratings are available for approved applications.

• �Day cab, extended cab or crew cab available

• �Engines available include the Cummins® B6.7, 
Cummins® L9, Detroit™ DD5™, and Detroit™ DD8™

• �A variety of Eaton® or Allison transmission options

• �Tilt hood for easy engine access

• �Optional rubber fender extensions

• Halogen composite headlights for  
	 easy replacement

•	 Optional LED headlights for improved visibility

• �Easy headlight bulb access

• �2500-sq.-in. windshield for greater visibility

• �Optional heated windshield

• �Convenient grab handles for easy entry/egress

• �Breakaway mirrors

• �Optional Meritor WABCO OnGuardACTIVE™  
collision mitigation system

• Optional Bendix AutoVue ® lane departure 
   warning system

• �Strong �berglass tilt hood with spring assist

• �Corrosion-resistant durable aluminum 
cab reinforced with e-coated steel

• �Front steer axle up to 20k capacity

• �Optional tow hooks bolted to frame

• �Wide cab for easy installation of control tower

• �Low step-in height for easy entry/egress

• �Up to 55-degree wheel cut, depending on  
wheel equipment

• �Ergonomically designed driver’s area features 
an automotive-style dash, easy-to-read  
gauges and controls within easy reach

• �Optional bright trim package

• �Custom predrilled frame for easy body and  
accessory up�t

• �Tandem drive axles available

• �Ef�cient SCR and exhaust packaging for  
clear back-of-cab and pipe routing

• �Rear cab cross-member �ush with  
back-of-cab to allow for outriggers

• �6-, 13- or 23-gallon DEF tanks  
available with �exible tank locations

• �Cylindrical or rectangular fuel tanks available

• �Up to two batteries located under  
cab for easy body up�t

• �A wide range of rear suspensions with  
optimized ratings

• �Clear frame rail and clear 
back-of-cab con�gurations

• �Advanced heating and cooling system  
features 14 vents, including one in each door,  
for uniform air distribution throughout the cab

• �Optional SmartPlex® Electrical System for 
easy integration and operation of body equipment

• �Optional wingdash (�at dash pictured above)

• �65-degree door opening for easy entry and egress

•	 Available in day cab, extended cab and  
	 crew cab (shown above)

• �Mid-back driver and passenger seats available

• �Optional air-suspended cab

FRAME RAILS
• �Standard single-channel frame rails 

9/32" thick x 10-1/16" @ 1.5 million RBM
• �Optional single-channel frame rails 

7/16" thick x 11-1/8" @ 2.51 million RBM
• �Double-channel rails available with up to 

3.7 million RBM


