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40–01
Wheel Nut Check
IMPORTANT: After a wheel has been installed, the wheel nut torque must be rechecked after 50 to 100 miles (80 to
160 km) of operation.

Check the torque on all wheel nuts. See Table 1 for torque specifications, and see Fig. 1 for the wheel nut tightening sequence.

NOTE: Torque values are given for lubricated threads. Apply 2 drops of SAE 30W oil to a point between the nuts and
flanges.

NOTICE
Insufficient wheel nut torque can cause wheel shimmy, resulting in wheel damage, stud breakage, and extreme tire
tread wear. Excessive wheel nut torque can break studs, damage threads, and crack discs in the stud hole area. Use
the recommended torque values, and follow the tightening sequence shown in Fig. 1 .

Disc Wheel Fastener Torque


Nut Size
 Torque: lbf·ft (N·m)

Oiled

M22 x 1.5
 450–500 (610–678)


NOTE: If using specialty fasteners, consult the manufacturer
for recommended torque levels.

Table 1, Disc Wheel Fastener Torque

Fig. 1, Wheel Nut Tightening Sequence



9/21/22, 3:16 PM 40–01

https://dtnacontent-dtna.prd.freightliner.com/content/dtna-servicelit/dtna/en_us/western-star/maintenance-manuals/49x-maintenance-manual/group_n… 2/2

Copyright © Daimler Trucks North America LLC.
Privacy Statement, Legal Notices and Terms.
(https://securestage.freightliner.com/accessfreightliner/docs/public/applications/privacy.asp) All rights reserved.

Daimler Trucks North America LLC is a Daimler company.

https://securestage.freightliner.com/accessfreightliner/docs/public/applications/privacy.asp

